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Network PoE Switch

Globus Infocom provides comprehensive, all-in-one security solutions for any small, medium or large enterprise, tailor-made to suit 
their security requirements. We also provide powerful and flexible networking solutions that includes PoE switches. It allows 
convenient delivery of data and power at the same time from a single cable. It eliminates the need for AC or DC power supplies and 
outlets. Overall, it reduces the total cost of installation for a security system.
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IEEE 802.3at/af.bt

EEE 802.3at/af/bt

Power over Ethernet (PoE) networking feature allows safe transfer of data and electrical power to remote 
devices over standard data cables. It eliminates the need for electrical outlet installation and dramatically 
reduces the total cost of ownership for users by simplifying installation. The devices connected over PoE can 
be remotely powered down during periods of low usage or for security purpose by the users. 

Downlink

Globus Network Switches are equipped with Downlink Port which connects the end devices like CCTV 
Cameras, PC or any server that supports Power Over Ethernet as well as Non-PoE devices. It transmits 
power and data on the same cable providing a hassle-free and cost-effective installation. Our Network 
Switches provides the 10/100/1000Mbps bandwidth for diverse requirements of your security solutions.

Downlink

Uplink

Uplink

The Uplink port on Globus Network Switches enable users to connect smaller local network to a larger 
network and at the same time, also lets them connect to the next higher device in the network topology. Our 
Switches come with two non-PoE Uplink Ports that support 10/100/1000Mbps bandwidth for smooth, glitch-
free network performance of your security solution. It reverses the transmit and receive circuits on a regular 
ethernet cable to communicate with other network devices. It eliminates the need for a crossover cable, thus 
providing much neat and organized installation.

1G SFP

The SFP uplink port is ideal for connecting the switch to the network's backbone, providing more than enough 
bandwidth and stability for ultra-high speed data transferring. The industrial-grade Small-Form-Factor 
Pluggable (SFP) links your switches and routers to the network and can be used on a wide variety of network 
cameras and switches. With the hot-swappable feature, it maximizes uptime and improves the usability of 
your entire solution. 

1G SFP

Power Budget 

400W

Power Budget

The switch PoE Power Budget is the total amount of power output available to the PoE ports of the switch. 
Please make sure that the total power required by all PoE devices powered via the switch PoE ports do not 
exceed the PoE power budget.
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Layer 2

A layer 2 switch is a Network Switch that works on the data link layer and utilizes MAC address to devise a 
path through where the frame are forwarded. Switches and bridges are used for Layer 2 switching. They 
break up one large collision domain into multiple smaller ones. They build tables for the transfer of frames 
among networks. Layer 2 Switches are faster than routers because they consume lesser time looking at the 
Network layer header information. They work by looking at the frame's hardware addresses to devise the 
next step for the frame. 

Web Management

With Globus Network Switches, it is convenient, user-friendly and quick to connect your Network Cameras to 
the internet. It provides adequate bandwidth and stability for an ultra-high speed data transferring. Users can 
easily access recordings remotely, send alerts & notifications.

Plug & Play

The Plug & Play function gives a facility to connect network without the need for physical configuration. 
Globus offers a comprehensive portfolio of PoE+ switches and provides the most cost-effective solution for 
IP surveillance network. Owing to Web-Based Management, manage multiple Aps and achieve a simplified 
security solution.

Plug & Play



8 Port  Industrial Gigabit Ethernet PoE Switch with 4 SFP Uplink Port (Managed 

Layer-2) 

Network Port 

8×10/100/1000Mbps 1000Base-TX RJ45 PoE Ports 

Port 1~2 support 24V/48V PoE (single port power MAX 30W) 

Port 3~4 support BT PoE (single port power MAX 90W) "BT Ports Optional" 

Port 5~8 support PoE (single port power MAX 30W) 

4×1G SFP Ports 
1x Console RJ45 Port 

Environment Detection 1 group of input detection of environment temperature and humidity 

Port Specification 1-8 port 10/100/1000BaseT(X)auto detection, AUTO-MDI/MDI-X 

Transmission Mode Store and Forward(full wirespeed) 

Bandwidth 128Gbps 

Packet Forwarding 40.32Mpps 

Buffer 4.1M 

Transmission Distance 10BASE-T : Cat3,4,5 UTP(≤250 meter) 

100BASE-TX : Cat5 or later UTP(≤100 meter) 

1000BASE-TX : Cat6 or later UTP(≤1000 meter) 

1000BASE-SX: 62.5μm/50μm MMF(2m~550m) 

1000BASE-LX: 62.5μm/50μm MM(2m~550m) or 10μm SMF(2m~5000m) 

BIDI supported 

FLASH 16M 

RAM 128M 

Watt Standby power consumption 

Network full load power consumption≤25W 

Full load power consumption≤240W 

LED Indicator PoE Port: 1~2    (Green: 48V/ Orange=24V) & Link (Green: LINK LED) 

PoE Port: 3~8    (Green: LINK LED & Orange: POE LED) 

SFP Port: 9~12  (SFP LED) 

PWR:   ( Power/system LED) 

V1: (Master power LED) 

V2: (Slave power LED) 

HW:              (Ring network ON LED) 

Power Input 2 group of independent power input 

SW: DC 12-57V ; PoE: DC 37-57V 

Operating Temperature/Humidity -20 +70° C; 5%~95% RH

Ingress Protection IP40 

Lightning Protection Level 6KV 

Weight 1.3kg 

Dimension 188mm x 130mm x 50mm 
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  Software Specification 

Monitoring Platform 

Quick formation of ring network with one button System temperature 
monitoring and alarm 

External temperature and humidity monitoring and alarm Input power 
monitoring and alarm 

System each channel key voltage monitoring and alarm System total 
current, total power monitoring and alarm All-Port network monitoring and 
alarm 

Support one group input and output signal monitoring and alarm 

Network protocol 

IEEE 802.3x, IEEE 802.3, 
IEEE 802.3u, IEEE 802.3ab, 
IEEE 802.3z, IEEE 802.3ad, 
IEEE 802.3q, IEEE 802.3q/p, 
IEEE 802.1w, IEEE 802.1d, 
IEEE 802.1S, IEEE 802.3z, 
1000BASE-X, 
802.3AF/AT/HiPoE/BT, AUTO 
24V/48V PSE 
STP (Spanning Tree Protocol) 
RSTP/ MSTP (Rapid 
Spanning Tree Protocol) 
EPPS ring network protocol 
EAPS ring network protocol 

MAC 

VLAN Configuration 

Support port-based VLAN 

Up to 4096 VLANs 

STP(Spanning tree protocol);  RSTP/MSTP(Rapid spanning tree protocol) EPPS/
EAPS(Ring network protocol); 802.1x 

Support 8 groups of aggregation, each group support up to 8 ports; 
Port Mirroring Support many-to-one port mirroring 

Support loop protection, real-time detection, quick alram, concise location, Intelligent 
blocking, automatic recovery 
Support downlink ports isolate from each other and communicate with uplink port as well 

Flow Control Half duplex based on Back pressure; Full duplex based on PAUSE frame 
Speed Limitation Bandwidth management based on port input and output 

IGMPv1/2/3 and MLDv1/2 Snooping GMRP protocol registration 
Multicast address management, multicast VLAN, multicast routing port, static 
multicast address 

DHCP DHCP Snooping 
Support unknown unicast, multicast , unknown multicast, broadcast type storm 
suppression Storm suppression based on bandwidth adjustment and storm filtering 

Security Support User port+IP address+MAC address; ACL based on IP, MAC; Support 
security properties of number of MAC address based on port 
802.1p port queue priority algorithm; Cos/Tos,QOS remark 
WRR(Weighted Round Robin), weighted priority rotation algorithm; WRR, SP, WFQ 
priority scheduling modes 

Cable Sequence Auto-MDIX; auto detection on straight-through and cross-over cable 
Port support auto negotiation function(self-negotiation transmission rate and duplex 
mode) 

System maintenance Upgrade package upload; System log viewing; WEB recovery factory configuration 
Port switch 
Schedule arrangement, timing switch Voltage, current, power display 

Port Aggregation 

Spanning Tree 

Loop Guard 

Port Isolation 

Multicast Control 

Storm Suppression 

QOS 

PoE Function 

Negotiation Mode 

Support Voice VLAN, can 
configure Qos for voice data 
802.1Q VLAN 

  MAC address table 16K 
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System total power display and configuration 
PoEdog: support auto reset, timing reset and ip binding reset when device failed Port 
power configuration(AF.AT Hi-PoE BT) Indication of over power 
Port PoE type configuration(48V/24V power supplying) 

Network Management WEB interface management; CLI management based on Telnet, TFTIP, Console; 
SNMP V1/V2/V3 management RMONV1/V2 management; RMON management 

About Globus Infocom 
Globus Infocom is a pioneer of technological solutions in the field of Education Technology, Collaborative Conferencing & 
Professional Displays, Security & Surveillance and Healthcare & Wellness. The company houses one of the most elaborate range 
of security solutions including Network Dome Camera, Network Bullet Camera, PTZ Cameras, Fish Eye Cameras, NVRs, DVRs, 
Mobile Surveillance, Body Worn Cameras, PoE/SFP Network Switches (managed-unmanaged) and related accessories. With its 
in-house Research & Development team and the zeal for constant innovation, Globus has developed an insight to understand what 
21st century Security & Surveillance market demands. Owing to its nationwide sales and service support, Globus Infocom, a proud 
Make in India brand, has amassed more than 25,000 customers with 50% of repeat order ratio. 
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