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City Surveillance, Railway Station

Public Places
Technical Specifications

Model GBCY-PN342-WG

Image Sensor 1/2.7" CMOS Sensor

Lens Angle 120° Horizontal wide-angle

Display 2.0” Colorful Display

Video Recording Resolution 2160p@25, 1440p@25, 1080p@25, 720p@25
Video Compression H.264, H.265

Video Format MoV

Pre-recording 30sec

Post-recording 1min, 2min 3min, 5min

Motion Detection Supported

Photo Resolution 48MP, 32MP, 26MP, 20MP, 14MP, 8MP
Picture Format JPEG

Audio Recording Supported

Audio Format MP3

Playback Supports video, audio, picture playback mode.
Built-in-Microphone Supported

Built-in-Speaker Supported

Digital zoom 8x

IR Distance Auto & Manual

IR Range Upto 10 Mtr

White Flashlight Supported

Laser Positioning Support Red Laser Pointer

Flash Warning Light Red and blue & alarm tone

Indicator Light Supported

Secret Model Supported

Storage Available Variants : 32GB/64GB/128GB (Optional)
Data Interface Micro USB2.0

4G Network Supported

WIFI Built-in 802.11 b/g/n protocol,2.4GHz
GPS Supported

Bluetooth Supported

Battery Lithium-lon polymer battery, 3600mAh
Charge Method Charge via USB interface

Charging time 4 hours (Approx.)

Startup time 3sec

Ingress Protection P67

Drop resistance Upto 2Mtr

Working temperature -20°C~ 55°C

Dimension 88mm x 58mm x 33mm

Weight 150g

*Due to continuous product development, the specifications may change without prior notice.
**Product image(s) are for illustrative purposes only and may differ from the actual product.
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