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Professional Display
Globus Professional Display is an advanced display. Our professional-grade
displays deliver life-like picture quality and an immersive experience aided by
its high brightness and in-built sound system.

Nationwide Sales & Service Presence

Model:Impact 49-V



Bring Pictures to Life with 5000:1 Contrast Ratio

Brightness for Life-Like Images

Billions  of  colours  bring  the  pictures  to  life  while  the vibrancy and vividness highlight even the finest detail of your content. High Contrast Ratio of 5000:1 elevates your learning experience to next level.

Our Professional Displays are manufactured specifically to 
perform even in brightly lit environment with a brightness 
of 350cd/m2. It delivers breath-taking viewing experience 
with vibrant and clear images with uniformly-bright 
images.

Powerful In-Built Sound System
Wireless Screen Mirroring
Share  display  from  mini  PC  wirelessly  on  any  laptop, computer,  smart  phone  or  tablet  with  wireless  content sharing feature. This feature enhances connectivity of our Professional Displays and eliminates  the  requirement of multiple cables. 

Technical Specification 

*Due to continuous product development, the specifications may change without prior notice.**Product image(s) are for illustrative purposes only and may differ from the actual product 

Globus Professional Display has powerful audio experience to 
provide a holistic classroom/meeting room environment. Make an 
impact with its sound with two In-built speakers of 15 Watt for 
better audio reach.

Technology DLED Backlight (IPS) 

Display size (Diagonal) 49 inch 

Aspect Ratio 16:9 

Resolution 4K (3840 X 2160) 

View Angle 178 (H), 178 (V) degree 

Contrast Ratio 5000:1 

Brightness 350 cd/m2 

Display colour 16.7 million colours 

Remote One Handheld Remote 

Response Time (ms) 6 ms 

Input/Output Ports(Minimum) 2 x HDMI 2.0, 1x Audio Out (Earphone), 1 x DP (HDMI to DP Connector) 

Speaker Font side Inbuilt Two speakers of 15 Watt each 

Other Connectivity 1x RJ45, 2 x USB 2.0, Wifi 

System Android version Android 11 

CPU Quad core ARM Cortex 

Memory(RAM) 1.5 GB 

Internal Storage 8 GB 

Miracast Allow user to mobile wirelessly with the help of preinstalled Miracast app 

Media/File Support On Android Audio, Video, Image, & Docs: XLS, PPT,PDF (can be accessed from supporting apps) 

Power supply requirement AC 110 - 210V, 50/60 Hz 

Max Power consumption 110 Watts, Standby <0.5W 

Accessories AC Power cord, User Manual, HDMI cable, Remote control, Wall mount bracket necessary cables, 
connectors and digital signage software provided to make it a complete operable unit. 

Operation Hours 16 x 7 Hours daily
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