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Recording + Streaming Device 

Video Inputs 2 x HDMI In 

Video Output 1 x HDMI Out for Local Display 

Audio Inputs 1 x Line In and 1 x MIC In (unbalanced) 

Audio Output 1 x Line Out 

Video Encoding Codec - H.264, Bitrate- 300kbps to 16 Mbps, Resolution - 1080p, 720p, 480p, 270p, 
User Selectable up to 1920 X 1080p 

Video Switching During Live Streaming and recording via the touch screen or Web UI 

Video Layout Configurable PIP, POP, Single video 

Encoded Streams 2 simultaneous 1080p streams at 30 fps ( with up to Full HD Sources) 

Audio Encoding AAC (Sampling @ 48 khz) upto 320kbps 

Network 1 x 1000 Ethernet port (Rj45) 

Storage & Ports Internal Hard Disk- 1 TB, HDMI In x 2, HDMI Out (for local display) x 1, Line In x 1, Mic In 
(Unbalanced) x 1, Audio Output x 1, Line Out x 1, USB 3.0 x 1 

Network Storage Type FT P 

Recording Formats Mp4, 1080p (resolution can be varied in encoding setting) 

Controls Web UI Panel, 10.1' touch screen, RS232 and RS485 (Phoenix connector) 

Dimensions 256mm W x 175mm H x 37mm D 

Power Consumption 30W/2.5Amp 

Additional Component Power On/ Off Switch, Reset Button 

Packaging Contents Recording + Streaming Device, Mounting Stand, 12V- 5 Amp DC Adapter 

Special Features 
10.1" Touchscreen User friendly touchscreen or web interface makes switching easy between 

your connected 
1 

sources or layouts 

Audio Support 
(i) 3.5mm line-level input or unbalanced MIC input
(ii) Built-in attenuation and gain control for perfect sound fidelity

Stream to View Everywhere Simultaneously live stream to YouTube, Facebook or web browsers
locally over RTMP or RTMPS

Configurable Hard Drive Internal 1 TB SSD drive

Local Video Output
(i) Send your content to a larger display through the local HDMI video output.
(ii) Configure to share all input sources or switched program output

1080p Recording Supports 1080p Full HD recording

Device Function & InterfaceAudio Encoding AAC audio encoding for better sound quality and smaller bandwidth
Low Light High SNR of CMOS sensor even under low illumination conditions picture can still keep clean and clearRemote Control All parameters of the camera remotely controlled by the high-speed communications, handheld remote control
Interface USB 3.0 Type-C x 1, HDMI x 1, RJ45 x 1, (Simultaneous Video Output), 3.5mm Audio Line In x 1, RS232 In x 1, 

RS485 x 1

Redundant Power Supply DC 12V, USB 5V, PoE (802.3af)USB FeatureOperate System Supported Windows 7, Windows 8, Windows 10, Mac OS X, Linux, AndroidVideo Format 3.0 1080P@60fps, 1080P@30fps,  (YUY2 / H.264 / MJPEG)Audio on USB SupportUSB Video Communication Protocol UVC 1.5

Physical CharacteristicsInput Voltage DC 12V, USB DC 5V, PoE (802.3af)Current Consumption 12V - 1.0A(MAX) / 5V - 1.5A(MAX)

Temperature Operating: -10°C ~ 40°C; Storage: -40°C ~ 60°C

AccessoriesIR remote control, USB cable, Power adaptor and cable, user manual 
Power Consumption 12W (Max)

IPC Features  

Video H.264/MJEPG

Video Stream Main Stream Resolution(1920x1080,1280x720,1024x576), Sub Stream Resolution (1280x720,720x576, 320x240)

Video Bit Rate 328Kbps ~ 20480Kbps (Variable Rate & Fixed Rate)

Frame Rate 50Hz: 1fps ~ 50fps, 60Hz: 1fps ~ 60fps  

Audio Bit Rate AAC 96Kbps, 128Kbps, 256Kbps  

Support protocols TCP/IP, HTTP, RTSP, RTMP, Onvif, DHCP, Multicast  

Technical Specification
Smart Court Hall Solution

Pan Range / Speed -170 degree to +170 degrees / 2.7 degrees ~ 35 degrees per second

Tilt Range / Speed -30 degrees to +90 degrees / 1.7 degrees ~ 31 degrees per secondNumber of Presets and accuracy 255, 0.1°Video Resolutions 1080p, 720p, 540p, 480p, 360p, 240p

PTZ CameraOptical Zoom 12xDigital Zoom 16xCamera Resolution 1080p 60fps, 1080p 30fps
Sensor 1/2.8'' CMOS SensorEffective Pixels 2.07MScanning Mode ProgressiveMinimal Illumination 0.5 Lux @ (F1.8, AGC ON)
Shutter 1/30s ~ 1/10000sWhite Balance Auto, Indoor, Outdoor, One Push, ManualDigital Noise Reduction 2D&3D Digital Noise ReductionVideo S/N ≥55dB 
Field of View 80 degree
Camera Features Supported Backlight Compensation, Image Freeze, H & V Flip

Document Camera
Frame Rate 30fps

Microphone Inbuilt OCR function OCR technologyVideo Output  HDMI: Full HD (1080p), HD (720p), VGA (480p); USB: Full HD (1080p), SXGA (1280 x 1024), XGA (1024 x768), SVGA (800 x 600),  VGA (640 x 480), QVGA(320 x 240); VGA:  HD (1360 x 768), WXGA (1280 x 800), SXGA (1280 x 1024), XGA (1024 x 768)
Continued...

 Impact GSR

 Impact WM1

Effective Pixels 8 Mega PixelGVP-450Camera Sensor 1/4"CMOS Sensor F=2.8



Shooting Area A3 (420MM x 297MM)Zooming Capability 100x ZoomingSplit Screen Live image of an object being captured to be displayed alongside an image stored on the external memory 
Focus Adjustment Auto/ Manual Focus AdjustmentLED Light Top LED & Side LED stripWhite Balance AutoLED Light Brightness 
Adjustment

LED Light Brightness Adjustment & Dimming capabilityImage Rotation 90°, 180°, 270°Multimedia Function Freeze, Focus Adjustment, LED on/off, Brightness Adjustment, Contrast, Negative, Black and While, Split Screen, Slideshow, Video Capture, Flicker Reduction, Image Rotation(0/180degrees), Source(PC/SD Card), Image Mirror, Picture in PictureInteractive features Touch screen support to perform interactive featuresSD Card  SD/SDHC card with 32 GB
File Format JPEG (1920 x 1080), VGA (720p)Connectivity ports 1x VGA In, 1x VGA out, 1x HDMI out, 1x USB, 1x SD Card
Safety Kensington lock (K‑Lock)

Portability Portable structure allows users to fold and easy to storeAdvance Features PC Less Annotation, Image roaming drag Region zoom in, Split Screen function, Camera Rotation, Device 
Portability, Microscope CapabilityRemote Control Fully functional remote control

Annotation On‑board Annotation feature without using any other computing deviceOn Screen Toolbar On‑Screen toolbar to perform Auto focus, Magnifier, Zoom in/out, Rotate, Mirror, Freeze, Division, Snap, Record, File Browse, PIP, Annotate, Settings
Key on Visualizer Zoom in/out, Res/Exit, Menu, VGA/HDMI, Light, Auto/OK, UP/Down buttons or more for ease of access

Amplifier 
Amplifier Class D, Local sound reinforcement 

Rated Power 150 W 

Impedance MIC input: 5mV / 600Ω balanced; AUX1,2 input: 350mV / 10KΩ unbalanced RCA connection terminal 

Mic Input 4 input 

Line Input 2 input 

Output MIX OUT: 1000mV / 470Ω unbalanced RCA connector 

Tone Bass: ± 10dB at 100Hz; Treble: ± 10dB at 10KHz 

Frequency Response 80Hz ~16KHz (+ 1dB, -3dB) 

THD < 0.05% (at 1KHz, 1/3 rated power) 

Mute Function MIC 1 is prior to MIC2-4, AUX1-2 audio input; EMC is prior to all audio inputs 

S/N Ratio MIC1,2,3: 66dB; AUX1,2: 85dB 

Channel Crosstalk Attenuation ≥50dB 

Heat Dissipation Side-in and rear-out forced fan cooling; fan starts auto device is turned on; infinitely variable speed 

Protection Overheat protection, overcurrent protection, short circuit protection 

Power Supply AC ~ 220V / 50Hz 

Speaker 

Power Taps 60W, 60/40/30/20/10W 

Rated Power 50 Watts 

Driver 2 Way 

Impedance 200Ω 

Sensitivity 90dB 

IP Rating IP66 

LF Transducer 5 inch woofer 

Frequency Response 50-20,000Hz

Mounting Bracket with screws 

Impedance 280 Ω 

Connector XLR 

Power Requirement 11-52V DC Phantom Power

Gooseneck mic -IMPACT GBM-01

Capsule Type Electret condenser 

Frequency Response 20Hz-20kHz 

Polar Pattern Cardioid 

Sensitivity -40dB



Display size (Diagonal) 65 inch 

Aspect Ratio 16:9 

Resolution 4K (3840 X 2160) 

View Angle 178 (H), 178 (V) degree 

Contrast Ratio 5000:1 

Brightness 500 cd/m2 

Display colour 16.7 million colours 

Remote One Handheld Remote 

Response Time (ms) 4 ms 

Input/Output Ports(Minimum) USB 3.0 Type A x 4, USB 2.0 Type A x 1, HDMI x 3, VGA x 1, Audio In x 1, PC (OPS) Slot x 1; 
Output: Audio Out x 1

Speaker 25 x 2 speaker with 20 watt subwoofer

Other Connectivity RJ45 x 1, RS232 x 1, Dual band Wifi (2.4 & 5 Ghz), Built In Hotspot (for internet sharing across
the connected devices), Bluetooth 5.0

System Android version Android 11 

CPU Quad core ARM Cortex 

Memory(RAM) 4GB 

Internal Storage 32GB (expandable up to 512 GB) 

Miracast Allow user to mobile wirelessly with the help of preinstalled Miracast app 

Media/File Support On Android Audio, Video, Image, & Docs: XLS, PPT,PDF (can be accessed from supporting apps) 

Power supply requirement AC 110 - 210V, 50/60 Hz 

Max Power consumption 150 Watts, Standby <0.5W 

Accessories AC Power cord, User Manual, HDMI cable, Remote control, Wall mount bracket necessary cables, 
connectors and digital signage software provided to make it a complete operable unit. 

Operation Hours 16 x 7 Hours daily

Technology 

Life Hours 50,000

Buttons on Front Panel Home, Back, Menu, Power and Volume up & down

Built In Apps Youtube (4k resolution supported), Google Chrome and Play store (to download required apps)

Screen Sharing Wireless Screen Sharing supported

All in One PC 
Display 23 Inch Backlight IPS Panel 

Aspect Ratio 16:9 (Landscape) 

Brightness 250 cdm2 

Native Resolution Full HD 1920 x 1080 

Contrast Ratio 1000:1 

Audio HD Audio Output 

Webcam 2 MP Full HD 

CPU Intel Core i3, 10th Gen Processor 

I/O Ports HDMI x 1, USB x 4, LAN Port x 1 

Storage 256 GB SSD 

RAM  8GB 

WiFi Built In 

Keyboard and Mouse Wired 

OS Windows 10 

Power Supply Unit 130 Watt 

Frequency Response 20Hz-20kHz(+-0.5dB)/Line, 20Hz-20kHz(+-1.5dB)/Mic

Signal to Noise Ratio 105dB (@12dBu,1kHz, A-wt.)/Line, 95dB (@-7dBu,1kHz, A-wt.)/Mic

USB Port Micro-B type, drive-free

Serial port communication 1x RS232 Port, 1x RS485

GPIO Port 10 pin GPIO port

TCP/IP Network Port 1x RJ-45 Port 

Total harmonic distortion (THD+N) -90dB (@12dBu,1kHz, A-wt.)/Line, -86dB (@-7dBu,1kHz, A-wt.)/Mic

Indicator Light Power,Link, Network, +48V, input and output audio signal

Power Supply AC100V-240V 50/60 Hz

Input/output 8 channels audio input & 8 channels audio output support mic input & line input with switching function

Menu Selection Button Rotating button with selection function

Phantom Power switching Each input have 48V phantom power switch

Inbuilt Feedback suspensor Inbuilt feedback suppressor with two levels adjustment with Each audio input

Audio mixing Automatic mixing and matrix mixing functions for Audio Signals

PEQ Adjustment 16 bands PEQ adjustment for input signal and 10 bands PEQ adjustment for output Signals

Level Sensitivity Adjustment Each microphone input  have 9 levels of sensitivity adjustment 

4x1 HDMI Switcher 
Input and Output Input HDMI x 4 connectors, Output HDMI x 1 connector 

Bandwidth 2.5 GB/Sec 

Supported HDMI and HDCP 

Output Resolution 1080p Max 

LEDs Indicator Output status 1 to 4 

6 Unit Rack

CRCA steel material 6 Unit, rack enclosure type, 450mm depth , wall mounted, transparent toughened glass door at front, secure locks, PDU power strip 
and cable channel available (cable channel at rear side for manage cables, load bearing capacity 55 KG  

UPS

3 KVA Online UPS 30 minute backup time

*Due to continuous product development, the specifications may change without prior notice.
**Product image(s) are for illustrative purposes only and may differ from the actual product.

65 Inch Display- IDP6A-1

DLED Backlight (IPS) Audio Digital Signal Processor - IMPACT ADSP 01

Signal Processing 32-bit fixed/floating-point DSP 300MHz

Audio System Delay < 1ms 

Digital-Analog Conversion 24-bit

Sampling Rate 48KHz 

Input Channel 8-channel balanced inputs, Mic/line level

Audio Interface 3.81 mm Phoenix plug, 12-pin

Input Impedance 11.5KΩ

Maximum Input Level 12dBu/Line, -9dBu/Mic

Phantom Power +48VDC, 6.5mA, configured in each channel

Output Channel 8-channel balanced outputs, line level

Output Impedance 150Ω




