


Long Throw Projector
Resolution

Display Color
Aspect Ratio
Technology

Lamp

Lamp Watt

Throw Ratio

Throw Distance
Contrast Ratio
Keystone Correction
Brightness

Display Color

Lens

Zoom

Minimum Lamp Life
Input Ports

Output Ports

Other ports

Special Features

In-built Speaker
Video Color Modes

Security

GLO®BUS

N .~ INFOCOM LIMITED

IMPACT-LWV4

WXGA (1280 x 800)

1.07 Billion Colors
16:9/16:10

DLP

UHP Lamp

230 W

1.55-1.70

1m-10.98m (100" @3.34m)
22,000: 1

vertical (+ 402) keystone correction
4,200 Lumen

1.07 billion colours
F=2.56-2.68, f=18mm - 29mm
Manual 0.8X-2.0X

15000 Hours in Normal Mode, 20000 Hours in Economy Mode
HDMI x 1, Computer in/VGA x 2, Composite video x 1, Audio In x 1

VGA out x 1, AudioOut x 1
USB type B mini x 1, RS232 x1

AV Mute Slide, keystone correction, Built-in speaker, Direct Power on/off, Document Camera
Compatible, Easy OSD pre-setting, Horizontal/vertical keystone correction, OSD copy function, Quick
Corner, Split-Screen Function, Wireless LAN capable, projection set-up by QR code

Minimum 10 Watts rms to deliver full range sound

Blackboard, Cinema, Dynamic, Sports, SRGB

lock, Control panel lock, Security cable hole, Wireless LAN unit lock, Password protection

Due to continuous product development, the specifications may change without prior notice.
**Product image(s) are for illustrative purposes only and may differ from the actual product.
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