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Specifications
Video Switcher

Presets
Touch LCD Display

Stream

Record
Preview
Mix Transition and Switch

Special Features

Dual channel video switcher mixer for the streaming generation, mini-pro features four
resolution independent inputs — three up to 2K and one up to full 4K@60 to take advantage of
native high-performance sources, whether cameras or laptops, without compromising on
quality

PIP and PBP (full pixel-to-pixel scaling capabilities for both the PIP and background video layers)

Built In for video preview and day to day operation of features and seftings

Superspeed USB3.0 streaming (connecting the device to a laptop or other device stream
quickly and easily to various social media and streaming platforms as well as a vast array of
popular collaboration applications) Live: Display local and live with the 2K HDMI output port —
used for a preview or the live program output, live event switcher

Dedicated USB port to capture, record video and audio directly from the device with any
portable HDD up to 2TB

Showcase all sources live immediately in the builtin LCD display, facility to get connected to a
video output and display a multi-view preview to always see the next preset before going live
Between live video program and preset, able to recall saved preset views along with scaled
video layers.

Dynamic output control, preview multi-view, picture in picture, Chroma Key, video transitions,
on board PTZ camera controls also save attribute views of cameras for recall at the touch of a
button

*Due to continuous product development, the specifications may change without prior notice.
**Product image(s) are for illustrative purposes only and may differ from the actual product.
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